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Division 2 Keeping to the left 

129 Keeping to the far left side of a road 

 (1) A driver on a road (except a multi-lane road) must drive as 
near as practicable to the far left side of the road. 

Offence provision. 
Note   Multi-lane road is defined in the dictionary. 

 (2) This rule does not apply to the rider of a motor bike. 
Note   Motor bike is defined in the dictionary. 

 (3) In this rule: 
road does not include a road-related area. 
Note   Road-related area includes the shoulder of a road — see rule 13. 

130 Keeping to the left on a multi-lane road 

 (1) This rule applies to a driver driving on a multi-lane road if: 
 (a) the speed-limit applying to the driver for the length of 

road where the driver is driving is over 80 kilometres 
per hour; or 

 (b) a keep left unless overtaking sign applies to the length 
of road where the driver is driving. 

Note 1   Length of road and multi-lane road are defined in the 
dictionary. 

Note 2   Part 3 deals with speed-limits. 

 (2) The driver must not drive in the right lane unless: 
 (a) the driver is turning right, or making a U–turn from the 

centre of the road, and is giving a right change of 
direction signal; or 

 (b) the driver is overtaking; or 
 (c) a left lane must turn left sign or left traffic lane arrows 

apply to any other lane and the driver is not turning left; 
or 

 (d) the driver is required to drive in the right lane under 
rule 159; or 

 (e) the driver is avoiding an obstruction; or 
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 (f) the traffic in each other lane is congested; or 
 (g) the traffic in every lane is congested; or 
 (h) the right lane is a special purpose lane in which the 

driver, under another provision of the Australian Road 
Rules, is permitted to drive; or 

 (i) there are only 2 marked lanes and the left lane is a slow 
vehicle turn out lane. 

Offence provision. 
Note 1  Centre of the road, left traffic lane arrows, obstruction, 
overtake, right change of direction signal, special purpose lane, traffic 
and U–turn are defined in the dictionary. 

Note 2   Rule 159 deals with traffic signs that require a particular kind 
of vehicle to drive in the marked lane indicated by the signs. 

Note 3   Rule 329 deals with when a traffic control device applies to a 
marked lane. 

 (3) A keep left unless overtaking sign on a multi-lane road 
applies to the length of road beginning at the sign and 
ending at the nearest of the following: 

 (a) an end keep left unless overtaking sign on the road; 
 (b) a traffic sign or road marking on the road that indicates 

that the road is no longer a multi-lane road; 
 (c) if the road ends at a T–intersection or dead end — the 

end of the road. 
Note   Road marking, T–intersection and traffic sign are defined in the 
dictionary. 

 (4) In this rule: 
lane, for a driver, means a marked lane for vehicles 
travelling in the same direction as the driver, but does not 
include a special purpose lane in which the driver is not 
permitted to drive. 
Note 1   Marked lane and special purpose lane are defined in the 
dictionary. 

Note 2   Rule 95 deals with driving in emergency stopping lanes, and 
Division 6 of this Part deals with driving in other special purpose lanes 
slow vehicle turn out lane means a marked lane, or the part 
of a marked lane, to which a slow vehicle turn out lane sign 
applies. 
Note  A slow vehicle turn out lane is designed for slow-moving vehicles 
to move into to allow faster vehicles to pass in an adjacent marked lane. 
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Keep left unless overtaking sign End keep left unless overtaking 
sign 

 

 

 
 

 

 

  Note for diagrams  There is another permitted version of the End keep 
left unless overtaking sign — see the diagram in Schedule 3 

131 Keeping to the left of oncoming vehicles 

 (1) A driver must drive to the left of any oncoming vehicle 
unless:  

 (a) the driver is turning right at an intersection; and 
 (b) the driver is passing an oncoming vehicle turning right 

at the intersection; and 
 (c) there is no traffic sign or road marking indicating that 

the driver must pass to the left of the oncoming vehicle. 

Offence provision. 
Note 1   Intersection, oncoming vehicle, road marking and traffic sign 
are defined in the dictionary. 

Note 2   Part 4, Division 2 deals with making right turns. 

 (2) This rule does not apply to the rider of a motor bike that is a 
postal vehicle, the rider of a bicycle or the rider of an 
animal if: 

  (a) the rider is riding on a footpath, nature strip or shared 
path; and 

  (b) the rider is permitted to rider on the footpath, nature 
strip or shared path under the Australian Road Rules 
or another law of this jurisdiction; and 

  (c) either: 

Slow vehicle turn out 
lane sign 
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   (i) the oncoming vehicle is not on the footpath, 
nature strip or shared path; or 

   (ii) the oncoming vehicle is not permitted, under 
the Australian Road Rules or under another law 
of this jurisdiction, to be on the footpath, nature 
strip or shared path. 

  Note  Bicycle, footpath, motor bike, nature strip and postal vehicle are 
defined in the dictionary and shared path is defined in rule 242. 

Examples 
Example 1 

Driving to the left of an 
oncoming vehicle 

Example 2 
Oncoming vehicles turning right 

passing to the right of each other 

  

132 Keeping to the left of the centre of a road or the 
dividing line 

 (1) A driver on a two-way road without a dividing line or 
median strip must drive to the left of the centre of the road, 
except as permitted under rule 133 or 139 (1). 

Offence provision. 
Note 1   Centre of the road, dividing line, median strip and two-way 
road are defined in the dictionary. 

Note 2    For the meaning of driving to the left of something, see 
rule 351 (3). 

Note 3   Rule 133 deals with driving to the right of the centre of the road 
to overtake another vehicle, to enter or leave a road, to move from one 
part of the road to another, or because of the width or condition of the 
road. Rule 139 (1) deals with driving to the right of the centre of the 
road to avoid an obstruction. 
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 (2) A driver on a road with a dividing line must drive to the left 
of the dividing line, except as permitted under rule 134 or 
139 (2). 

Offence provision. 
Note   Rule 134 deals with driving to the right of the dividing line to 
overtake another vehicle, to enter or leave a road, or to move from one 
part of the road to another. Rule 139 (2) deals with driving to the right 
of the dividing line to avoid an obstruction. 

 (2A) A driver on a road with a single continuous dividing line, a 
single continuous dividing line to the left of a broken 
dividing line or 2 parallel continuous dividing lines must not 
drive across the dividing lines to perform a U-turn. 

  Offence provision. 

 (3) This rule, and rules 133, 134 and 139 (1) and (2), apply to a 
service road to which a two-way sign applies as if it were a 
separate road, but do not apply to any other service road. 
Note 1   Service road is defined in the dictionary. 

Note 2   Rule 136 deals with driving on a service road without a two-way 
sign. 

 (4) In this rule: 
  road does not include a footpath, nature strip, bicycle path, 

separated footpath or shared path. 
  Note  Footpath and nature strip are defined in the dictionary, bicycle 

path and separated footpath are defined in rule 239 and shared path is 
defined in rule 242. 

Two-way sign 

 
Note for diagram   There is another permitted version of the two-way 
sign — see the diagram in Schedule 3. 
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Examples for subrule (2) 

Example 1 
Driving to the left of a single 
continuous dividing line only 

Example 2 
Driving to the left of a single continuous 

dividing line to the left of a broken 
dividing line 

  

Example 3 

Driving to the left of 2 parallel continuous dividing lines 

 

133 Exceptions to keeping to the left of the centre of a 
road 

 (1) This rule applies to a driver on a two-way road without a 
dividing line or median strip. 
Note   Dividing line, median strip and two-way road are defined in the 
dictionary. 

 (2) The driver may drive to the right of the centre of the road: 
 (a) to overtake another driver; or 
 (b) to enter or leave the road; or 
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 (c) to enter a part of the road of one kind from a part of the 
road of another kind (for example, moving to or from a 
service road or emergency stopping lane). 

Note   Centre of the road, overtake and service road are defined in the 
dictionary, and emergency stopping lane is defined in rule 95. 

 (3) The driver may also drive to the right of the centre of the 
road if: 

 (a) because of the width or condition of the road, it is not 
practicable to drive to the left of the centre of the road; 
and 

 (b) the driver can do so safely. 

134 Exceptions to keeping to the left of a dividing line 

 (1) This rule applies to a driver on a road with a dividing line. 
Note   Dividing line is defined the dictionary. 

(2) If the dividing line is a broken dividing line only, or a 
broken dividing line to the left of a single continuous 
dividing line, the driver may drive to the right of the 
dividing line: 
(a) to overtake another driver;  or 
(b) to perform a U-turn, unless another rule would prohibit 

the driver performing the U-turn. 
Note 1   Overtake is defined the dictionary. 

Note 2  A driver must not overtake another driver unless the driver has a 
clear view of any approaching traffic, and it is safe to overtake the other 
driver — see rule 140. 

 (3) If the dividing line is not 2 parallel continuous dividing 
lines, the driver may drive to the right of the dividing line: 

 (a) to enter or leave the road; or 
 (b) to enter a part of the road of one kind from a part of the 

road of another kind (for example, moving to or from a 
service road or emergency stopping lane). 

Note   Emergency stopping lane is defined in rule 95, and service road 
is defined in the dictionary. 
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Examples 

Example 1 
Driving to the right of the centre of 

the road permitted — overtaking on 
a road with a broken 

dividing line only 

Example 2 
Driving to the right of the centre of 

the road permitted — overtaking on 
a road with a broken dividing line to 

the left of a single continuous 
dividing line 
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Example 5 
Driving to the right of the centre of 

the road not permitted — 
overtaking on a road with 2 parallel 

continuous dividing lines 

 

Example 3 
Driving to the right of the centre of 

the road not permitted – overtaking 
on a road with a single continuous 

dividing line only 

Example 4 
Driving to the right of the centre of 

the road not permitted – overtaking 
on a road with a single continuous 
dividing line to the left of a broken 

dividing line
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135 Keeping to the left of a median strip 

 (1) A driver on a road with a median strip must drive to the left 
of the median strip, unless the driver is: 

 (a) entering or driving in a median strip parking area; or 
 (b) required to drive to the right of the median strip by a 

keep right sign. 

Offence provision. 
Note 1   Median strip and median strip parking area are defined in the 
dictionary. 

Note 2    For the meaning of driving to the left of something, see 
rule 351 (3). 

 (2) In this rule: 
median strip does not include a painted island. 
Note 1   Painted island is defined in the dictionary. 

Note 2   Rule 138 deals with keeping off painted islands. 

Keep right sign 

 

136 Driving on a one-way service road 

  A driver on the part of the road that is a service road (except 
a service road to which a two-way sign applies) must drive 
in the same direction as a vehicle travelling on the part of 
the road closest to the service road is required to travel. 

Offence provision. 
Note   Service road are defined in the dictionary. 

Two-way sign 

 
Note for diagram   There is another permitted version of the two-way 
sign — see the diagram in Schedule 3. 
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137 Keeping off a dividing strip 

 (1) A driver must not drive on a dividing strip, except as 
permitted under this rule or rule 139 (4). 

Offence provision. 
Note 1   Dividing strip is defined in the dictionary. 

Note 2   Rule 139 deals with avoiding obstructions on a road. 

 (2) A driver may drive on a dividing strip that is at the same 
level as the road, and marked at each side by a continuous 
line: 

 (a) to enter or leave the road; or 
 (b) to enter or leave an area on the dividing strip to which a 

parking control sign applies if the driver is permitted to 
park in the area. 

Note 1   Parking control sign is defined in the dictionary. 

Note 2   Part 12 deals with restrictions on stopping and parking. 

 (3) In this rule: 
dividing strip does not include a painted island. 
Note 1   Painted island is defined in the dictionary. 

Note 2   Rule 138 deals with keeping off painted islands. 

138 Keeping off a painted island 

 (1) A driver must not drive on or over a single continuous line, 
or 2 parallel continuous lines, along a side of or surrounding 
a painted island, except as permitted under this rule or rule 
139 (4). 

Offence provision. 
Note 1   Painted island is defined in the dictionary. 

Note 2   Rule 139 deals with avoiding obstructions on a road. 
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Example 
Painted island surrounded by 2 parallel continuous lines 

 
In this example, vehicle B is contravening the rule. 

 (2) A driver may drive on or over a single continuous line along 
the side of or surrounding a painted island for up to 50 
metres: 

  (a) to enter or leave the road;  or 
  (b) to enter a turning lane that begins immediately after the 

painted island. 
  Note 1    Turning lane is defined in the dictionary. 

  Note 2   Rule 85 deals with the give way rules applying to a driver entering a 
turning lane from a painted island and rule 197 deals with stopping on painted 
islands.  

139 Exceptions for avoiding obstructions on a road 

 (1) A driver on a two-way road without a dividing line or 
median strip may drive to the right of the centre of the road 
to avoid an obstruction if: 

 (a) the driver has a clear view of any approaching traffic; 
and 

 (b) it is necessary and reasonable, in all the circumstances, 
for the driver to drive to the right of the centre of the 
road to avoid the obstruction; and 

 (c) the driver can do so safely. 
Note   Approaching, centre of the road, dividing line, median strip, 
obstruction, traffic and two-way road are defined in the dictionary. 
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 (2) A driver on a road with a dividing line may drive to the right 
of the dividing line to avoid an obstruction if: 

 (a) the driver has a clear view of any approaching traffic; 
and 

 (b) it is necessary and reasonable, in all the circumstances, 
for the driver to drive to the right of the dividing line to 
avoid the obstruction; and 

 (c) the driver can do so safely. 

 (3) For subrule (2), if the dividing line is a single continuous 
dividing line to the left of a broken dividing line, a single 
continuous dividing line only or 2 parallel continuous 
dividing lines, the hazard in driving to the right of such a 
dividing line must be taken into account in deciding whether 
it is reasonable to drive to the right of the dividing line. 

 (4) A driver may drive on a dividing strip, or on or over a single 
continuous line, or 2 parallel continuous lines, along a side 
of or surrounding a painted island, to avoid an obstruction 
if: 

 (a) the driver has a clear view of any approaching traffic; 
and 

 (b) it is necessary and reasonable to drive on the dividing 
strip or painted island to avoid the obstruction; and 

 (c) the driver can do so safely. 
Note   Dividing strip and painted island are defined in the dictionary. 
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Division 3  Overtaking 

140 No overtaking unless safe to do so 

  A driver must not overtake a vehicle unless: 
 (a) the driver has a clear view of any approaching traffic; 

and 
 (b) the driver can safely overtake the vehicle. 

Offence provision. 
Note 1   Approaching, overtake and traffic are defined in the dictionary. 

Note 2    A driver is not permitted to overtake another vehicle by 
crossing a single continuous dividing line only, a single continuous 
dividing line to the left of a broken dividing line or 2 parallel continuous 
dividing lines — see rules 134 (2) and 132 (2). 

141 No overtaking etc to the left of a vehicle 

 (1) A driver (except the rider of a bicycle) must not overtake a 
vehicle to the left of the vehicle unless: 

 (a) the driver is driving on a multi-lane road and the 
vehicle can be safely overtaken in a marked lane to the 
left of the vehicle; or 

 (b) the vehicle is turning right, or making a U–turn from 
the centre of the road, and is giving a right change of 
direction signal and it is safe to overtake to the left of 
the vehicle; or 

 (c) the vehicle is stationary and it is safe to overtake to the 
left of the vehicle. 

Offence provision. 
Note 1   Bicycle, centre of the road, marked lane, multi-lane road, 
overtake, right change of direction signal and U–turn are defined in 
the dictionary. 

 (2) The rider of a bicycle must not ride past, or overtake, to the 
left of a vehicle that is turning left and is giving a left 
change of direction signal. 

Offence provision. 
Note   Left change of direction signal is defined in the dictionary. 
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 (3) In this rule: 
turning right does not include making a hook turn. 
vehicle does not include a tram, a bus travelling along tram 
tracks, or any vehicle displaying a do not overtake turning 
vehicle sign. 
Note 1   Bus, tram and travelling along tram tracks are defined in the 
dictionary. 

Note 2    Part 4, Division 3 deals with making hook turns. 

Note 3    Division 7 of this Part deals with overtaking and passing trams 
(and buses travelling along tram tracks). Rule 143 deals with overtaking 
or passing a vehicle displaying a do not overtake turning vehicle sign. 

142 No overtaking to the right of a vehicle turning right 
etc 

 (1) A driver must not overtake to the right of a vehicle if the 
vehicle is turning right, or making a U–turn from the centre 
of the road, and is giving a right change of direction signal. 

Offence provision. 
Note   Centre of the road, overtake, right change of direction signal 
and U-turn are defined in the dictionary. 

 (2) In this rule: 
turning right does not include making a hook turn. 
vehicle does not include a tram, a bus travelling along tram 
tracks, or any vehicle displaying a do not overtake turning 
vehicle sign. 
Note 1   Bus, tram and travelling along tram tracks are defined in the 
dictionary. 

Note 2    Part 4, Division 3 deals with making hook turns. 

Note 3    Division 7 of this Part deals with overtaking and passing trams 
(and buses travelling along tram tracks). Rule 143 deals with overtaking 
or passing a vehicle displaying a do not overtake turning vehicle sign. 

143 Passing or overtaking a vehicle displaying a do 
not overtake turning vehicle sign 

 (1) A driver must not drive past, or overtake, to the left of a 
vehicle displaying a do not overtake turning vehicle sign if 
the vehicle is turning left and is giving a left change of 
direction signal, unless it is safe to do so. 

Offence provision. 
Note   Left change of direction signal and overtake are defined in the 
dictionary. 
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 (2) A driver must not drive past, or overtake, to the right of a 
vehicle displaying a do not overtake turning vehicle sign if 
the vehicle is turning right, or making a U–turn from the 
centre of the road, and is giving a right change of direction 
signal, unless it is safe to do so. 

Offence provision. 
Example 
A driver driving on a multi-lane road who is turning right at an 
intersection to which a right turn only sign applies may drive past a 
vehicle displaying a do not overtake turning vehicle sign that is turning 
right from another marked lane, and giving a right change of direction 
signal, if it is safe to do so. 

Note   Centre of the road, right change of direction signal and U–turn 
are defined in the dictionary. 

 (3) In this rule: 
turning right does not include making a hook turn. 
Note   Part 4, Division 3 deals with making hook turns. 

Do not overtake turning vehicle signs 

 

 

Note for diagrams   These signs are displayed on certain long vehicles. 

144 Keeping a safe distance when overtaking 

  A driver overtaking a vehicle: 
 (a) must pass the vehicle at a sufficient distance to avoid a 

collision with the vehicle or obstructing the path of the 
vehicle; and 

 (b) must not return to the marked lane or line of traffic 
where the vehicle is travelling until the driver is a 
sufficient distance past the vehicle to avoid a collision 
with the vehicle or obstructing the path of the vehicle. 

Offence provision. 
Note   Marked lane and overtake are defined in the dictionary. 
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145 Driver being overtaken not to increase speed 

  If a driver is overtaking another driver on a two-way road by 
crossing a dividing line, or crossing to the right of the centre 
of the road, the other driver must not increase the speed at 
which the driver is driving until the first driver: 

 (a) has passed the other driver; and 
 (b) has returned to the marked lane or line of traffic where 

the other driver is driving; and 
 (c) is a sufficient distance in front of the other driver to 

avoid a collision. 

Offence provision. 
Note   Centre of the road, dividing line, marked lane, overtake and 
two-way road are defined in the dictionary. 
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Division 4  Driving in marked lanes or lines of 
traffic 

146 Driving within a single marked lane or line of traffic 

 (1) A driver on a multi-lane road must drive so the driver’s 
vehicle is completely in a marked lane, unless the driver is: 

 (a) entering a part of the road of one kind from a part of the 
road of another kind (for example, moving to or from a 
service road or a shoulder of the road); or 

 (b) entering or leaving the road; or 
 (c) moving from one marked lane to another marked lane; 

or 
 (d) avoiding an obstruction; or 
 (e) obeying a traffic control device applying to the marked 

lane; or 
 (f) permitted to drive in more than one marked lane under 

another provision of the Australian Road Rules or 
under another law of this jurisdiction. 

Offence provision. 
Note 1  Driver’s vehicle, marked lane, multi-lane road, obstruction, 
service road and traffic control device are defined in the dictionary and  
shoulder is defined in rule 12. 

Note 2   A driver is generally not permitted to move from one marked 
lane to another marked lane across a continuous line separating the 
lanes — see rule 147. 

Note 3    Rule 148 deals with giving way when moving from one 
marked lane to another marked lane. 

Note 4    An overhead lane control device may require a driver to leave 
a marked lane — see rule 152. 

Note 5   Drivers of certain long vehicles are permitted to use 2 marked 
lanes when turning at an intersection — see rule 28 (left turns) and rule 
32 (right turns). 

 (2) A driver on a road with 2 or more lines of traffic travelling 
in the same direction as the driver, but without marked 
lanes, must drive so the driver’s vehicle is completely in a 
single line of traffic unless: 

 (a) it is not practicable to drive completely in a single line 
of traffic; or 

 (b) the driver is entering a part of the road of one kind from 
a part of the road of another kind (for example, moving 
to or from a service road or a shoulder of the road); or 

 (c) the driver is entering or leaving the road; or 
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 (d) the driver is moving from one line of traffic to another 
line of traffic; or 

 (e) the driver is avoiding an obstruction. 

Offence provision. 
Note   Rule 148 deals with giving way when moving from one line of 
traffic to another line of traffic. 

147 Moving from one marked lane to another marked 
lane across a continuous line separating the 
lanes 

 A driver on a multi-lane road must not move from one 
marked lane to another marked lane by crossing a 
continuous line separating the lanes unless: 

  (a) the driver is avoiding an obstruction;  or 
  (b) the driver is obeying a traffic control device applying 

to the first marked lane;  or 
  (c) the driver is permitted to drive in both marked lanes 

under another provision of the Australian Road Rules 
or under another law of this jurisdiction;  or 

  (d) either of the marked lanes is a special purpose lane in 
which the driver is permitted to drive under the 
Australian Road Rules and the driver is moving to or 
from the special purpose lane. 

  Offence provision. 
  Note 1   Marked lane, multi-lane road, obstruction, special purpose 

lane and traffic control device are defined in the dictionary. 

  Note 2    An overhead lane control device may require a driver to leave 
a marked lane — see rule 152. 

  Note 3    Drivers of certain long vehicles are permitted to use 2 marked 
lanes when turning at an intersection — see rule 28 (left turns) and rule 
32 (right turns). 

  Note 4    Rule 95 deals with driving in emergency stopping lanes, and 
Division 6 of this Part deals with driving in other special purpose lanes. 
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148 Giving way when moving from one marked lane or 
line of traffic to another marked lane or line of 
traffic 

 (1) A driver who is moving from one marked lane (whether or 
not the lane is ending) to another marked lane must give 
way to any vehicle travelling in the same direction as the 
driver in the marked lane to which the driver is moving. 

Offence provision. 
Note 1   Marked lane and multi-lane road are defined in the dictionary. 

Note 2   For this rule, give way means the driver must slow down and, if 
necessary, stop to avoid a collision — see the definition in the 
dictionary. 

Example 

Giving way when moving from one marked lane to  
another marked lane 

 

 

In these examples, vehicle B must give way to vehicle A. 

 (2) A driver on a road with 2 or more lines of traffic travelling 
in the same direction as the driver, and who is moving from 
one line of traffic to another line of traffic, must give way to 
any vehicle travelling in the same direction as the driver in 
the line of traffic to which the driver is moving. 

Offence provision. 

 (3) Subrule (2) does not apply to a driver if the line of traffic in 
which the driver is driving is merging with the line of traffic 
to which the driver is moving. 
Note   Rule 149 deals with giving way when lines of traffic merge. 

Example 1 Example 2
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Example 

Giving way when moving from one line of traffic to another line of traffic 
when the lines are not merging 

 
In this example, vehicle B must give way to vehicle A 

148A Giving way when moving within a single marked 
lane 

  If a driver diverges to the left or right within a marked lane, 
the driver must give way to any vehicle that is in the lane. 

  Offence provision. 
  Note  Marked lane is defined in the dictionary. 

149 Giving way when lines of traffic merge into a 
single line of traffic 

  A driver in a line of traffic that is merging with one or more 
lines of traffic travelling in the same direction as the driver 
must give way to a vehicle in another line of traffic if any 
part of the vehicle is ahead of the driver’s vehicle. 

Offence provision. 
Note 1   Driver’s vehicle is defined in the dictionary. 

Note 2   For this rule, give way means the driver must slow down and, if 
necessary, stop to avoid a collision — see the definition in the 
dictionary. 
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Example 

Giving way when lines of traffic merge into a single line of traffic 

 
In this example, vehicle B must give way to vehicle A. 

150 Driving on or across a continuous white edge line 

 (1) A driver must not drive on or over a continuous white edge 
line on a road unless subrule (1A) or (1B) applies to the 
driver. 

  Offence provision. 
  Note 1  Edge line is defined in the dictionary. 

  Note 2  A driver must not stop at the side of a road marked with a 
continuous yellow edge line — see rule 169. 

 (1A) A driver may drive on or over a continuous white edge line 
on a road if the driver is: 

  (a) overtaking a vehicle that is turning right, or making a 
U-turn from the centre of the road, and is giving a right 
change of direction signal; or 

  (b) driving a slow-moving vehicle, and it is necessary for 
the driver to drive on or over the edge line to allow the 
vehicle to be overtaken or passed by another vehicle; or 

  (c) driving a vehicle that is too wide, or too long, to drive 
on the road without driving on or over the edge line; or 

  (d) permitted to drive on or over the edge line under 
another law of this jurisdiction; or 

  (e) avoiding an obstruction. 
  Note  Centre of the road, obstruction, overtake, right change of 

direction signal and U-turn are defined in the dictionary. 
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 (1B) A driver may drive on or over a continuous white edge line 
on a road for up to 100 metres if the driver is: 

  (a) turning at an intersection; or 
  (b) entering or leaving the road; or 
  (c) entering a part of the road of one kind from a part of 

the road of another kind (for example, moving to or 
from a service road, a shoulder of the road or an 
emergency stopping lane); or 

  (d) stopping at the side of the road (including any shoulder 
of the road). 

  Note  Intersection and service road are defined in the dictionary, 
emergency stopping lane is defined in rule 95, and shoulder is defined 
in rule 12. 

 (2) This rule does not apply to the rider of a bicycle or animal. 
Note   Bicycle is defined in the dictionary. 

 (3) For this rule, a driver drives over a continuous white edge 
line on a road if: 

  (a) for a line on the far left side of the road — the driver’s 
vehicle is wholly or partly to the left of the line;  or 

  (b) for a line on the far right side of the road — the 
driver’s vehicle is wholly or partly to the right of the 
line. 

151 Riding a motor bike or bicycle alongside more 
than 1 other rider 

 (1) The rider of a motor bike or bicycle must not ride on a road 
that is not a multi-lane road alongside more than 1 other 
rider, unless subrule (3) applies to the rider. 

Offence provision. 
Note   Bicycle, motor bike and multi-lane road are defined in the 
dictionary, and rider is defined in rule 17. 

 (2) The rider of a motor bike or bicycle must not ride in a 
marked lane alongside more than 1 other rider in the marked 
lane, unless subrule (3) applies to the rider. 

Offence provision. 
Note   Marked lane is defined in the dictionary. 
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 (3) The rider of a motor bike or bicycle may ride alongside 
more than 1 other rider if the rider is: 

 (a) overtaking the other riders; or 
 (b) permitted to do so under another law of this 

jurisdiction. 
Note   Overtake is defined in the dictionary. 

 (4) If the rider of a motor bike or bicycle is riding on a road that 
is not a multi-lane road alongside another rider, or in a 
marked lane alongside another rider in the marked lane, the 
rider must ride not over 1.5 metres from the other rider. 

Offence provision. 

 (5) In this rule: 
road does not include a road-related area, but includes a 
bicycle path, shared path and any shoulder of the road. 
Note   Bicycle path is defined in rule 239, road-related area is defined 
in rule 13, shared path is defined in rule 242, and shoulder is defined in 
rule 12. 
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Division 5 Obeying overhead lane control 
devices applying to marked lanes 

152 Complying with overhead lane control devices 

 (1) A driver in a marked lane to which an overhead lane control 
device applies must comply with this rule. 

Offence provision. 
Note   Marked lane and overhead lane control device are defined in the 
dictionary. 

 (2) If the device displays an illuminated red diagonal cross or is 
a traffic sign displaying a red diagonal cross, the driver must 
not drive in the marked lane past the device. 

 (3) If the device displays a flashing illuminated red diagonal 
cross, the driver must leave the marked lane as soon as it is 
safe to do so. 

 (4) If the device displays an illuminated white, green or yellow 
arrow pointing downwards or indicating one or more 
directions, the driver may drive in the marked lane past the 
device. 
Example 

Overhead lane control device applying to marked lanes 

 
Note for diagram   If the device displays an arrow indicating one or 
more directions, the device operates also as traffic lane arrows — see 
the definition of traffic lane arrows in the dictionary.  Rule 92 deals 
with traffic lane arrows. 
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Division 6 Driving in marked lanes designated 
for special purposes 

153 Bicycle lanes 

 (1) A driver (except the rider of a bicycle) must not drive in a 
bicycle lane, unless the driver is permitted to drive in the 
bicycle lane under this rule or rule 158. 

Offence provision. 
Note 1   Bicycle is defined in the dictionary. 

Note 2   Rule 158 provides additional exceptions applying to this rule, 
and also provides a defence to the prosecution of a driver for an offence 
against this rule. 

 (2) If stopping or parking is permitted at a place in a bicycle 
lane under another law of this jurisdiction, a driver may 
drive for up to 50 metres in the bicycle lane to stop or park 
at that place. 
Note   Part 12 deals with parking and restricted stopping areas. 

(3) A driver may drive for up to 50 metres in a bicycle lane if: 
(a) the driver is driving a public bus, public minibus or 

taxi, and is dropping off or picking up, passengers; and 
(b) there is not another law of this jurisdiction prohibiting 

the driver from driving in the bicycle lane.  
Note   Public bus, public minibus and taxi are defined in the dictionary. 

 (4) A bicycle lane is a marked lane, or the part of a marked 
lane: 

 (a) beginning at a bicycle lane sign applying to the lane; 
and 

 (b) ending at the nearest of the following: 
 (i) an end bicycle lane sign applying to the lane; 
 (ii) an intersection (unless the lane is at the unbroken 

side of the continuing road at a T–intersection or 
continued across the intersection by broken 
lines); 

 (iii) if the road ends at a dead end — the end of the 
road. 

Note   Continuing road, intersection, marked lane and T–intersection 
are defined in the dictionary. 
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Bicycle lane sign End bicycle lane sign 

  

Note for diagrams   There are a number of other permitted version of the 
bicycle lane sign, and another permitted version of the end bicycle lane 
sign — see the diagrams in Schedule 3. 

154 Bus lanes 

 (1) A driver (except the driver of a public bus) must not drive in 
a bus lane, unless the driver is permitted to drive in the bus 
lane under rule 158. 

Offence provision. 
Note 1   Public bus is defined in the dictionary. 

Note 2   Rule 158 provides additional exceptions applying to this rule, 
and also provides a defence to the prosecution of a driver for an offence 
against this rule. 

 (2) A bus lane is a marked lane, or the part of a marked lane: 
 (a) beginning at a bus lane sign (whether or not there is 

also a bus lane road marking) and ending at the nearest 
of the following: 

  (i) an end bus lane sign; 
  (ii) a traffic sign that indicates the beginning of 

another special purpose lane; or 
 (b) beginning at a bus lane road marking (if there is no bus 

lane sign) and ending at the next intersection. 
Note   Intersection, marked lane, special purpose lane and traffic sign 
are defined in the dictionary. 

(3) In this rule: 
bus lane road marking means a road marking consisting of: 
(a) the letters ‘BL’; or 
(b) the words ‘bus lane’; or 
(c) the words ‘bus only’. 
Note  Road marking is defined in the dictionary. 
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Bus lane sign End bus lane sign 

  

Note for diagrams   There are a number of other permitted versions of 
each of these signs — see the diagrams in Schedule 3. 

155 Tram lanes 

 (1) A driver (except the driver of a tram, tram recovery vehicle 
or public bus) must not drive in a tram lane, unless the 
driver is permitted to drive in the tram lane under this rule or 
rule 158. 

Offence provision. 
Note 1   Public bus, tram and tram recovery vehicle are defined in the 
dictionary. 

Note 2   Rule 158 provides additional exceptions applying to this rule, 
and also provides a defence to the prosecution of a driver for an offence 
against this rule. 

 (2) A driver may drive in a tram lane if the driver is driving a 
truck and it is necessary for the driver to drive in the tram 
lane to reach a place to drop off, or pick up, passengers or 
goods. 

 (3) A tram lane is a part of a road with tram tracks that: 
 (a) is between a tram lane sign and an end tram lane sign; 

and 
 (b) is marked along the left side of the tracks (when facing 

the direction of travel of a tram on the tracks) by a 
continuous yellow line parallel to the tracks. 

Note   Tram tracks  is defined in the dictionary. 
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Tram lane sign End tram lane sign 

  

Note for diagrams   There are a number of other permitted version of the 
tram lane sign and another permitted version of the end tram lane 
sign — see the diagrams in Schedule 3. 

Example 

 
Tram lane 

 

155A Tramways 

 (1) A driver (except the driver of a tram, tram recovery vehicle 
or public bus) must not drive in a tramway, unless the driver 
is permitted to drive in the tramway under subrule (2). 

  Offence provision. 
  Note 1  Public bus, tram and tram recovery vehicle are defined in the 

dictionary. 

  Note 2  The exceptions and defence provided in rule 158 do not apply to 
tramways. 

 (2) A driver may drive in a tramway if: 
  (a) it is necessary for the driver to drive in the tramway to 

avoid an obstruction; and 
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  (b) when driving in the tramway, the driver does not move 
into the path of an approaching tram or public bus 
travelling in the tramway. 

  Note  Obstruction is defined in the dictionary. 

 (3) A tramway is a part of a road with tram tracks that: 
  (a) is between a tramway sign and an end tramway sign; 

and 
  (b) is marked along the left side of the tracks (when facing 

the direction of travel of a tram on the tracks) by either: 
   (i) 2 continuous yellow lines parallel to the tracks; or 
   (ii) a structure (for example, a dividing strip, 

pedestrian refuge, traffic island, row of bollards 
or separation kerb), whether or not the structure is 
also being used to indicate a safety zone; 

  but does include any part of the road where vehicles are 
permitted to cross the tramway. 

 (4) For the purposes of subrule (3) (b) (i), a line is to be 
considered to be continuous despite any break in it that is 
designed to permit vehicles to cross the tramway. 

  Note  Dividing strip, traffic island and tram tracks are defined in the 
dictionary and safety zone is defined in rule 162. 

   Tramway sign   End tramway sign 
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Examples 
  Tramway with double yellow  Tramway with separation  
   line  kerb 
 
 
 
 
 
 
 
 

 

 

 

156 Transit lanes 

 (1) A driver must not drive in a transit lane unless: 
 (a) the driver is driving: 
 (i) a public bus, public minibus, motor bike, taxi or 

tram; or 
 (ii) if the transit lane sign applying to the transit lane 

is a transit lane (T2) sign — a vehicle carrying at 
least 1 other person; or 

 (iii) if the transit lane sign applying to the transit lane 
is a transit lane (T3) sign — a vehicle carrying at 
least 2 other people; or 

 (b) the driver is permitted to drive in the transit lane under 
rule 158. 

Offence provision. 
Note 1    Motor bike, public bus, public minibus, taxi and tram are 
defined in the dictionary. 

Note 2    Rule 158 provides additional exceptions applying to this rule, 
and also provides a defence to the prosecution of a driver for an offence 
against this rule. 
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 (2) A transit lane is a marked lane, or the part of a marked lane: 
 (a) beginning at a transit lane sign; and 
 (b) ending at an end transit lane sign. 

Note   Marked lane is defined in the dictionary. 

Transit lane signs 

Transit lane (T2) sign Transit lane (T3) sign 

  

End transit lane signs 

End transit lane (T2) sign End transit lane (T3) sign 

  

Note for diagrams   There are a number of other permitted version of 
the transit lane sign and another permitted version of the end transit 
lane sign — see the diagrams in Schedule 3. 

157 Truck lanes 

 (1) A driver (except the driver of a truck) must not drive in a 
truck lane, unless the driver is permitted to drive in the truck 
lane under rule 158. 

Offence provision. 
Note 1   Truck is defined in the dictionary. 

Note 2   Rule 158 provides additional exceptions applying to this rule, 
and also provides a defence to the prosecution of a driver for an offence 
against this rule. 
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 (2) A truck lane is a marked lane, or the part of a marked lane: 
 (a) beginning at a truck lane sign; and 
 (b) ending at an end truck lane sign. 

Note   Marked lane is defined in the dictionary. 

Truck lane sign End truck lane sign 

  
  Note for diagrams    There is another permitted version of the end truck 

lane sign – see the diagram in Schedule 3 

158 Exceptions to driving in special purpose lanes etc 

 (1) The driver of any vehicle may drive for up to the permitted 
distance in a bicycle lane, bus lane, tram lane, transit lane or 
truck lane if it is necessary for the driver to drive in the lane: 

 (a) to enter or leave the road; or 
 (b) to enter a part of the road of one kind from a part of the 

road of another kind (for example, moving to or from a 
service road, the shoulder of the road or an emergency 
stopping lane); or 

 (c) to overtake a vehicle that is turning right, or making a 
U-turn from the centre of the road, and is giving a right 
change of direction signal;  or 

 (d) to enter a marked lane, or part of the road where there 
is room for a line of traffic (other than motor bikes, 
bicycles, motorised wheelchairs or animals), from the 
side of the road. 

Note 1   Permitted distance is defined in subrule (4). 

Note 2   Bicycle lane is defined in rule 153, bus lane is defined in rule 
154, emergency stopping lane is defined in rule 95, centre of the road, 
marked lane, overtake, right change of direction signal, service road 
and U–turn are defined in the dictionary, shoulder is defined in rule 12, 
tram lane is defined in rule 155, transit lane is defined in rule 156, and 
truck lane is defined in rule 157. 

Note 3   A driver must keep clear of a tram travelling in a tram lane — 
see rule 76. 
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 (2) The driver of any vehicle may drive in a bicycle lane, bus 
lane, tram lane, transit lane or truck lane if: 

 (a) it is necessary for the driver to drive in the lane to avoid 
an obstruction; or 

 (b) information on or with a traffic sign applying to the 
lane indicates that the driver may drive in the lane; or 

 (c) the driver is permitted to drive in the lane under another 
law of this jurisdiction.  

Note Obstruction, traffic sign and with are defined in the dictionary. 

 (3) It is a defence to the prosecution of a driver for an offence 
against a provision of this Division for driving in a bicycle 
lane, bus lane, tram lane, transit lane or truck lane if: 

(a) it is necessary for the driver to drive in the lane to stop 
at a place in the lane; and 

(b) the driver is permitted to stop at that place under the 
Australian Road Rules or another law of this 
jurisdiction, or it is a defence under rule 165 for the 
driver to stop at that place;  and 

(c) if the lane is a bicycle lane — the driver drives in the 
lane for no more than the permitted distance. 

Note   Rule 165 provides a defence to the prosecution of a driver for an 
offence against a provision of Part 12 (Restrictions on stopping and 
parking). The defence is available, for example, if the driver needs to 
stop to deal with a medical or other emergency. 

 (4) In this rule: 
permitted distance means: 

 (a) for a bicycle lane — 50 metres; or 
 (b) for any other lane — 100 metres. 

159 Marked lanes required to be used by particular 
kinds of vehicles 

 (1) If information on or with a traffic sign applying to a length 
of road indicates that a vehicle of a particular kind must 
drive in a particular marked lane, a driver driving a vehicle 
of that kind on the length of road must drive in the indicated 
lane, unless the driver is: 

 (a) avoiding an obstruction; or 
 (b) obeying a traffic control device applying to the 

indicated lane; or 
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 (c) permitted to drive in the indicated lane and also another 
marked lane under another provision of the Australian 
Road Rules or under another law of this jurisdiction.  

Offence provision. 
Note 1   Length of road, marked lane, obstruction, traffic control 
device, traffic sign and with are defined in the dictionary. 

Note 2   An overhead lane control device may require a driver to leave a 
marked lane — see rule 152. 

Note 3   Drivers of certain long vehicles are permitted to use 2 marked 
lanes when turning at an intersection — see rule 28 (left turns) and 
rule 32 (right turns). 

 (2) A traffic sign mentioned in this rule that is on a road applies 
to the length of road beginning at the sign and ending at the 
nearest of the following: 

 (a) a traffic sign or road marking on the road that indicates 
that the first traffic sign no longer applies; 

 (b) the next intersection on the road; 
 (c) if the road ends at a T–intersection or dead end — the 

end of the road. 
Note 1   Intersection, road marking, T–intersection and traffic sign are 
defined in the dictionary. 

Note 2   Rule 322 (1) and (2) deal with the meaning of a traffic sign on a 
road. 

Examples of a traffic sign mentioned in the rule and a traffic sign 
indicating that the first traffic sign no longer applies 

Trucks use left lane sign End trucks use left lane sign 

  

Note for diagrams     There is another permitted version of the trucks 
use left lane sign — see the diagrams in Schedule 3 
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Division 7 Passing trams and safety zones 

Note   Bus, tram, tram tracks and travelling along tram tracks are 
defined in the dictionary. 

160 Passing or overtaking a tram that is not at or near 
the left side of a road 

 (1) This rule applies to a driver driving on a road with tram 
tracks that are not at or near the far left side of the road. 

 (2) The driver must not drive past, or overtake, a tram to the 
right of the tram, unless the driver is permitted to do so by a 
traffic sign or road marking. 

Offence provision. 
Note   Overtake is defined in the dictionary. 

 (3) The driver must not drive past, or overtake, a tram if the 
tram is turning left or is giving a left change of direction 
signal, unless the driver is turning left and there is no danger 
of a collision with the tram. 

Offence provision. 
Note   Left change of direction signal is defined in the dictionary. 

 (4) In this rule: 
tram includes a bus travelling along tram tracks. 

161 Passing or overtaking a tram at or near the left 
side of a road 

 (1) This rule applies to a driver driving on a road with tram 
tracks at or near the far left side of the road. 

 (2) The driver must not drive past, or overtake, a tram to the left 
of the tram unless the driver is turning left and there is no 
danger of a collision with the tram. 

Offence provision. 

 (3) The driver must not drive past, or overtake, a tram if the 
tram is turning right or is giving a right change of direction 
signal. 

Offence provision. 
Note   Right change of direction signal is defined in the dictionary. 
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 (4) In this rule: 
tram includes a bus travelling along tram tracks. 

162 Driving past a safety zone 

 (1) A driver driving past a safety zone: 
 (a) must not drive on the safety zone; and 
 (b) must drive to the left of the safety zone at a speed that 

does not put at risk the safety of any pedestrian 
crossing the road to or from the safety zone. 

Offence provision. 

 (2) A safety zone is an area of a road: 
 (a) at a place with safety zone signs at or near a tram stop; 

and 
 (b) indicated by a structure on the road (for example, a 

dividing strip, pedestrian refuge or traffic island). 
Note   Dividing strip and traffic island are defined in the dictionary. 

Safety zone sign 

 

163 Driving past the rear of a stopped tram at a tram 
stop 

 (1) A driver must comply with this rule if: 
 (a) the driver is driving behind the rear of a tram travelling 

in the same direction as the driver; and 
 (b) the tram stops at a tram stop, except at the far left side 

of the road; and 
 (c) there is no safety zone, dividing strip or traffic island 

between the tram and the part of the road where the 
driver is driving. 

Offence provision. 
Note   Dividing strip, traffic island and tram stop are defined in the 
dictionary, and safety zone is defined in rule 162. 
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 (2) The driver must stop before passing the rear of the tram. 

 (3) After stopping in accordance with subrule (2), the driver 
must not proceed if: 

 (a) the tram doors are open; or 
 (b) a pedestrian is entering or crossing the road between 

the tram tracks and the far left side of the road. 

 (4) After stopping in accordance with subrule (2), if the tram 
remains at the tram stop and subrules (3)(a) and (b) do not 
apply, the driver must not proceed past the tram at a speed 
greater than 10 kilometres per hour. 

 (5) However, subrules (2), (3) and (4) do not apply if the driver 
is directed to drive past the tram by an authorised person. 

 (6) In this rule: 
  tram includes a bus travelling along tram tracks. 

164 Stopping beside a stopped tram at a tram stop 

 (1) A driver must comply with this rule if: 
 (a) the driver is driving alongside, or overtaking, a tram 

travelling in the same direction as the driver; and 
 (b) the tram stops at a tram stop, except at the far left side 

of the road; and 
 (c) there is no safety zone, dividing strip or traffic island 

between the tram and the part of the road where the 
driver is driving. 

Offence provision. 
Note   Dividing strip, traffic island and tram stop are defined in the 
dictionary, and safety zone is defined in rule 162. 

 (2) The driver must stop.  

 (3) After stopping in accordance with subrule (2), the driver 
must not proceed if: 

  (a) the tram doors are open;  or 
  (b) a pedestrian is entering or crossing the road between 

the tram tracks and the far left side of the road. 

 (4) After stopping in accordance with subrule (2), if the tram 
remains at the tram stop and subrules (3) (a) and (b) do not 
apply, the driver must not proceed past the tram at a speed 
greater than 10 kilometres per hour. 

 (5) However, subrules (2), (3) and (4) do not apply if the driver 
is directed to drive past the tram by an authorised person. 
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 (6) In this rule: 
tram includes a bus travelling along tram tracks. 
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Part 12 Restrictions on stopping and 
parking 

Division 1 General 

Note 1   For the general rules about the application of traffic signs 
(including parking control signs), see Part 20, Divisions 2 and 3 
especially rules 332 to 335 and 346. Parking control signs often include 
information about the times they apply and the types of vehicles to 
which they do not apply — see rules 317 and 318. For the meaning of 
abbreviations and symbols on parking control signs, see rule 347 and 
Schedule 1. 

Note 2    Park and stop are defined in the dictionary. 

165 Stopping in an emergency etc or to comply with 
another rule 

  It is a defence to the prosecution of a driver for an offence 
against a provision of this Part if: 

 (a) the driver stops at a particular place, or in a particular 
way, to avoid a collision, and the driver stops for no 
longer than is necessary to avoid the collision; or 

 (b) the driver stops at a particular place, or in a particular 
way, because the driver’s vehicle is disabled, and the 
driver stops for no longer than is necessary for the 
vehicle to be moved safely to a place where the driver 
is permitted to park the vehicle under the Australian 
Road Rules; or 

 (c) the driver stops at a particular place, or in a particular 
way, to deal with a medical or other emergency, or to 
assist a disabled vehicle, and the driver stops for no 
longer than is necessary in the circumstances; or 

 (d) the driver stops at a particular place, or in a particular 
way, because the condition of the driver, a passenger, 
or the driver’s vehicle makes it necessary for the driver 
to stop in the interests of safety, and the driver stops for 
no longer than is necessary in the circumstances; or 

 (e) the driver stops at a particular place, or in a particular 
way, to comply with another provision of the 
Australian Road Rules or a provision of another law, 
and the driver stops for no longer than is necessary to 
comply with the other provision. 

Example for paragraph (e) 
If a driver stops at an intersection at a stop line, stop sign, or traffic 
lights, or to give way to a vehicle, in accordance with the Australian 
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Road Rules, the driver does not contravene rule 170 (stopping in or near 
an intersection). 

Note 1   See rule 125 (in Part 11) for the offence of unreasonably 
obstructing the path of another vehicle or a pedestrian. 
Note 2   Driver’s vehicle is defined in the dictionary. 

166 Application of Part to bicycles 

  This Part does not apply to a bicycle that is parked at a 
bicycle rail or in a bicycle rack. 
Note   Bicycle is defined in the dictionary. 
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Division 2 No stopping and no parking signs 
and road markings 

Note 1  Area, length of road, park and stop are defined in the 
dictionary. 

Note 2   Rule 165 provides defences to the prosecution of a driver for an 
offence against a provision of this Division. 

167 No stopping signs 

  A driver must not stop on a length of road or in an area to 
which a no stopping sign applies. 

Offence provision. 
Note  Another law of this jurisdiction may provide transitional 
arrangements dealing with no standing signs. 

No stopping signs 

No stopping sign  
(for a length of road) 

No stopping sign  
(for an area) 

  

Note 1 for diagrams   There are a number of other permitted versions of 
these signs  —  see the diagrams in Schedule 3. 

Note 2 for diagrams   A no stopping sign may have an arrow pointing in 
a different direction and anything on the sign may be differently 
arranged — see rule 316 (4). 
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168 No parking signs 

 (1) The driver of a vehicle must not stop on a length of road or 
in an area to which a no parking sign applies, unless the 
driver: 

 (a) is dropping off, or picking up, passengers or goods; and 
 (b) does not leave the vehicle unattended; and 
 (c) completes the dropping off, or picking up, of the 

passengers or goods, and drives on, as soon as possible 
and, in any case, within the required time after 
stopping. 

Offence provision. 

 (2) For this rule, a driver leaves a vehicle unattended if the 
driver leaves the vehicle so the driver is over 3 metres from 
the closest point of the vehicle. 

 (3) In this rule: 
required time means: 

 (a) if information on or with the sign indicates a time — 
the indicated time; or 

 (b) if there is no indicated time — 2 minutes; or 
 (c) if there is no indicated time, or the indicated time is less 

than 5 minutes, and rule 206 applies to the driver — 5 
minutes. 

Note 1   With is defined in the dictionary. 

Note 2  Rule 206 applies to a driver if the driver’s vehicle displays a 
current parking permit for people with disabilities and the driver 
complies with the conditions of use of the permit — see rule 206(1). 

No parking signs 

No parking sign  
(for a length of road) 

No parking sign 
(for an area) 

  

Note 1 for diagrams   There are a number of other permitted versions of 
each of these signs  —  see the diagrams in Schedule 3. 

Note 2 for diagrams  A no parking sign may have an arrow pointing in a 
different direction and anything on the sign may be differently 
arranged — see rule 316 (4). 
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169 No stopping on a road with a yellow edge line 

  A driver must not stop at the side of a road marked with a 
continuous yellow edge line. 

Offence provision. 
Note   Edge line is defined in the dictionary. 
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Division 3   Stopping at intersections and 
crossings 

Note 1    Area, length of road, park and stop are defined in the 
dictionary. 

Note 2   Rule 165 provides defences to the prosecution of a driver for an 
offence against a provision of this Division. 

170 Stopping in or near an intersection 

 (1) A driver must not stop in an intersection unless: 
  (a) the driver is permitted to stop at that place under the 

Australian Road Rules; or 
  (b) the intersection is a T-intersection without traffic lights 

and the driver stops along the continuous side of the 
continuing road at the intersection. 

  Offence provision. 
Note   Continuing road, intersection and T-intersection are defined in 
the dictionary. 

 (2) A driver must not stop on a road within 20 metres from the 
nearest point of an intersecting road at an intersection with 
traffic lights, unless the driver stops at a place on a length of 
road, or in an area, to which a parking control sign applies 
and the driver is permitted to stop at that place under the 
Australian Road Rules. 

Offence provision. 
Note 1   Parking control sign and traffic lights are defined in the 
dictionary. 

Note 2   A driver stops within a particular distance from an intersection 
if the driver stops so any part of the driver’s vehicle is within that 
distance — see rule 350 (2). 

 (3) A driver must not stop on a road within 10 metres from the 
nearest point of an intersecting road at an intersection 
without traffic lights, unless the driver stops: 

 (a) at a place on a length of road, or in an area, to which a 
parking control sign applies and the driver is permitted 
to stop at that place under the Australian Road Rules; 
or 

 (b) if the intersection is a T–intersection — along the 
continuous side of the continuing road at the 
intersection. 

Offence provision. 
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Note   Continuing road and T–intersection are defined in the dictionary. 

 (4) For this rule, distances are measured in the direction in 
which the driver is driving, and:  

 (a) for subrule (2) — as shown in example 1; or 
 (b) for subrule (3) — as shown in example 2. 

 (5) In this rule: 
road does not include a road-related area, but includes any 
shoulder of the road. 
Note   Road-related area is defined in rule 13, and shoulder is defined 
in rule 12. 

Examples 
Example 1 

Measurement of distance — intersection with traffic lights 

 
 

 

 
 

 

 
Example 2 

Measurement of distance — T–intersection without traffic lights 
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171 Stopping on or near a children’s crossing 

 (1) A driver must not stop on a children’s crossing, or on the 
road within 20 metres before the crossing and 10 metres 
after the crossing, unless the driver stops at a place on a 
length of road, or in an area, to which a parking control sign 
applies and the driver is permitted to stop at that place under 
the Australian Road Rules.  

Offence provision. 
Note 1   Children’s crossing  is defined in rule 80, and parking control 
sign is defined in the dictionary. 

Note 2   A driver stops within a particular distance from a children’s 
crossing if the driver stops so any part of the driver’s vehicle is within 
that distance — see rule 350 (2). 

 (2) For this rule, distances are measured: 
 (a) in the direction in which the driver is driving; and 
 (b) as shown in example 1 or 2. 

 (3) In this rule: 
road does not include a road-related area, but includes any 
shoulder of the road. 
Note   Road-related area is defined in rule 13, and shoulder is defined 
in rule 12. 

Examples 

Example 1 
Measurement of distance — children’s crossing with red and white posts 
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Example 2 
Measurement of distance — children’s crossing with 

2 parallel continuous or broken lines 

 

172 Stopping on or near a pedestrian crossing (except 
at an intersection) 

 (1) A driver must not stop on a pedestrian crossing that is not at 
an intersection, or on the road within 20 metres before the 
crossing and 10 metres after the crossing, unless the driver 
stops at a place on a length of road, or in an area, to which a 
parking control sign applies and the driver is permitted to 
stop at that place under the Australian Road Rules. 

Offence provision. 
Note 1   Intersection and parking control sign are defined in the 
dictionary, and pedestrian crossing is defined in rule 81. 

Note 2   A driver stops within a particular distance from a crossing if the 
driver stops so any part of the driver’s vehicle is within that distance — 
see rule 350 (2). 

 (2) For this rule, distances are measured: 
 (a) in the direction in which the driver is driving; and 
 (b) as shown in the example. 

 (3) In this rule: 
road does not include a road-related area, but includes any 
shoulder of the road. 
Note   Road-related area is defined in rule 13, and shoulder is defined 
in rule 12. 

Example 
Measurement of distance — pedestrian crossing 
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173 Stopping on or near a marked foot crossing 
(except at an intersection) 

 (1) A driver must not stop on a marked foot crossing that is not 
at an intersection, or on the road within 10 metres before the 
traffic lights pole nearest to the driver at the crossing and 
3 metres after the crossing, unless the driver stops at a place 
on a length of road, or in an area, to which a parking control 
sign applies and the driver is permitted to stop at that place 
under the Australian Road Rules. 

Offence provision. 
Note 1   Intersection, marked foot crossing, parking control sign and 
traffic lights pole are defined in the dictionary. 

Note 2   A driver stops within a particular distance from a traffic lights 
pole or a crossing if the driver stops so any part of the driver’s vehicle is 
within that distance — see rule 350 (2). 

 (2) For this rule, distances are measured: 
 (a) in the direction in which the driver is driving; and 
 (b) as shown in the example. 

 (3) In this rule: 
road does not include a road-related area, but includes any 
shoulder of the road. 
Note   Road-related area is defined in rule 13, and shoulder is defined 
in rule 12. 

Example 

Measurement of distance — marked foot crossing 
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174 Stopping at or near bicycle crossing lights (except 
at an intersection) 

 (1) This rule applies to a place on a road: 
 (a) with bicycle crossing lights facing bicycle riders 

crossing the road; and 
 (b) with traffic lights facing traffic travelling on the road; 

and 
 (c) that is not at an intersection. 

Note   Bicycle crossing lights, intersection and traffic lights are defined 
in the dictionary. 

 (2) A driver must not stop within 10 metres before the traffic 
lights nearest to the driver at the place, and 3 metres after 
the traffic lights, unless the driver stops at a place on a 
length of road, or in an area, to which a parking control sign 
applies and the driver is permitted to stop at that place under 
the Australian Road Rules. 

Offence provision. 
Note 1   Parking control sign is defined in the dictionary. 

Note 2  A driver stops within a particular distance from traffic lights if 
the driver stops so any part of the driver’s vehicle is within that 
distance — see rule 350 (2). 

 (3) For this rule, distances are measured: 
 (a) in the direction in which the driver is driving; and 
 (b) as shown in the example. 

 (4) In this rule: 
road does not include a road-related area, but includes any 
shoulder of the road. 
Note   Road-related area is defined in rule 13, and shoulder is defined 
in rule 12. 

Example 

Measurement of distance — bicycle crossing lights 

 




























































































































































































































































































